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The RDPL / Telebyte Wireless Network is an open network, meaning that no

authentication is required. It broadcas®PL as the SSID of the network

and uses DHCP to assign users an IP address on the network. Please make

sure that you have connected to tfRDPL network before continuing any

further.

In order to connect to the RDPL / Telebyte Wireless Network, you will need
t he

to conf i
following steps:
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2. Once the Preferences
box pops up, click on
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3. Click on theChange
Settings button in

Universal Access: | | Never use font sizes smaller than

[ Press Tab to highlight each item on a webpage
Option-Tab highlights each item.
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Configure Proxies: ' Manually B‘

Select a protocol to configure:

] FTP Proxy
¥ Web Proxy (HTTP)
— o e Web Prox
(] Streaming Proxy (RTSP)
[C] SOCKS Proxy )
[T} Gopher Proxy
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Password

1 Exclude simple hostnames

Bypass proxy settings for these Hosts & Domains:
*local, 169.254/16

E Use Passive FTP Mode (PASV)
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4. In the box that comes up,
check offWeb Proxy (HTTP)
and typel92.168.3.254 in the
Web Proxy Server

box.
Type8080 in the box after.
Repeat forSecure Web Proxy
(HTTPS).

Click OK when done.
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Not Connected

as they are. Click oApply.
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= Known networks will be joined automatically.
If na known netwarks are available, you will
be asked before joining a new network.
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6. Close the Preferences bd
You should now be able

access the web.




